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Flanş
(Flange) Civata 

(Screw)

Döküm Segman
(Casting Segment)

Tel Segman
(Wire Segment)

Kafa (Head)

Rulman
(Bearing)

Segman
(Segment)
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(Screw)
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(Oil Inlet)

 A TYPEA TİPİ 



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS

 A TYPEA TİPİ

*All stage are hard chromed
*Materials are ST 52 Cold Drawn

Ø98 12 

Ø80 8 

Ø63 5 

Ø47 3 

Diameter Thrust Force 

Ø220 64 

Ø197 51 

Ø175 40 

Ø155 31 

Ø135 24 

Ø116 18 

11632470A 116-3-2470 A 137 55 180 280 960 145 40 50 R3/4" 23 85 

11632760A 116-3-2760 A 137 55 180 280 1060 145 40 50 R3/4" 26 91 

11633075A 116-3-3075 A 137 55 180 280 1160 145 40 50 R3/4" 29 100 

13533075A 135-3-3075 A 157 60 200 320 1160 145 40 50 R3/4" 41 123 

13533330A 135-3-3330 A 157 60 200 320 1260 145 40 50 R3/4" 45 130 

13533585A 135-3-3585 A 157 60 200 320 1360 145 40 50 R3/4" 49 138 

13533840A 135-3-3840 A 157 60 200 320 1460 145 40 50 R3/4" 52 145 

13543680A 135-4-3680 A 157 60 200 320 1060 180 40 50 R3/4" 40 123 

13544100A 135-4-4100 A 157 60 200 320 1190 180 40 50 R3/4" 45 135 

13544440A 135-4-4440 A 157 60 200 320 1280 180 40 50 R3/4" 49 145 

15533330A 155-3-3330 A 178 60 215 335 1280 185 40 50 R3/4" 61 165 

15533585A 155-3-3585 A 178 60 215 335 1380 185 40 50 R3/4" 66 175 

15533855A 155-3-3855 A 178 60 215 335 1480 185 40 50 R3/4" 71 185 

15534125A 155-3-4125 A 178 60 215 335 1580 185 40 50 R3/4" 76 195 

15543680A 155-4-3680 A 178 60 215 335 1060 185 40 50 R3/4" 56 155 

15544100A 155-4-4100 A 178 60 215 335 1190 185 40 50 R3/4" 62 170 

15544440A 155-4-4440 A 178 60 215 335 1280 185 40 50 R3/4" 67 180 

15544780A 155-4-4780 A 178 60 215 335 1380 185 40 50 R3/4" 73 192 

15545140A 155-4-5140 A 178 60 215 335 1480 185 40 50 R3/4" 78 203 

15555125A 155-5-5125 A 178 60 215 335 1195 185 40 50 R3/4" 80 200 

15555550A 155-5-5550 A 178 60 215 335 1285 185 40 50 R3/4" 85 210 

YAĞ 
ØA ØB C D H H1 S S1 

AĞIRLIK 
Weight 

GİRİŞİ 
Oil Inlet 

LİTRE 
Liter 

ÜRÜN KODU 
Product Code 

TİP 
Type 
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Hava Alma
  Bleeder

B TİPİ  B TYPE



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS� �
ØA H1 ØC S S1 E 

YAĞ 

11632470B 116-3-2470 B 137 1180 1240 170 40 50 320 R3/4" 23 83 

11632760B 116-3-2760 B 137 1280 1340 170 40 50 280 R3/4" 26 90 

11633075B 116-3-3075 B 137 1410 1470 170 40 50 280 R3/4" 29 99 

13532760B 135-3-2760 B 157 1280 1340 190 40 50 280 R3/4" 37 110 

13533075B 135-3-3075 B 157 1410 1470 190 40 50 280 R3/4" 41 121 

13533330B 135-3-3330 B 157 1500 1560 190 40 50 280 R3/4" 45 128 

13533585B 135-3-3585 B 157 1600 1660 190 40 50 280 R3/4" 49 136 

13533855B 135-3-3855 B 157 1700 1760 190 40 50 280 R3/4" 53 145 

13543680B 135-4-3680 B 157 1280 1340 190 40 50 280 R3/4" 40 121 

13544100B 135-4-4100 B 157 1410 1470 190 40 50 280 R3/4" 45 133 

13544440B 135-4-4440 B 157 1500 1560 190 40 50 280 R3/4" 50 142 

13544780B 135-4-4780 B 157 1600 1660 190 40 50 280 R3/4" 53 152 

15533330B 155-3-3330 B 178 1500 1560 210 40 50 280 R3/4" 61 157 

15533585B 155-3-3585 B 178 1600 1660 210 40 50 280 R3/4" 66 167 

15533855B 155-3-3855 B 178 1700 1760 210 40 50 280 R3/4" 72 177 

15534125B 155-3-4125 B 178 1800 1860 210 40 50 280 R3/4" 78 187 

15543680B 155-4-3680 B 178 1280 1340 210 40 50 280 R3/4" 56 155 

15544100B 155-4-4100 B 178 1410 1470 210 40 50 280 R3/4" 62 164 

15544440B 155-4-4440 B 178 1500 1560 210 40 50 280 R3/4" 67 175 

15544780B 155-4-4780 B 178 1600 1660 210 40 50 280 R3/4" 73 186 

15545140B 155-4-5140 B 178 1700 1760 210 40 50 280 R3/4" 78 198 

15555125B 155-5-5125 B 178 1410 1470 210 40 50 280 R3/4" 80 200 

15555550B 155-5-5550 B 178 1500 1560 210 40 50 280 R3/4" 85 210 

17544100B 175-4-4100 B 200 1410 1470 230 40 50 280 R3/4" 82 200 

17544440B 175-4-4440 B 200 1500 1560 230 40 50 280 R3/4" 89 210 

17544780B 175-4-4780 B 200 1600 1660 230 40 50 280 R3/4" 96 225 

17545140B 175-4-5140 B 200 1700 1760 230 40 50 280 R3/4" 103 240 

17555125B 175-5-5125 B 200 1410 1470 230 40 50 280 R3/4" 88 225 

17555550B 175-5-5550 B 200 1500 1560 230 40 50 280 R3/4" 95 240 

ÜRÜN KODU 
Product Code 

TİP 
Type 

*All stage are hard chromed
*Materials are ST 52 Cold Drawn

Ø98 12 

Ø80 8 

Ø63 5 

Ø47 3 

Diameter Thrust Force 

Ø220 64 

Ø197 51 

Ø175 40 

Ø155 31 

Ø135 24 

Ø116 18 

LİTRE 
Liter 

AĞIRLIK 
Weight 

GİRİŞİ 
Oil Inlet 

B TİPİ  B TYPE

H H1 ØC S S1 E
YAĞ
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 C TYPEC TİPİ 



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS

¼ C TYPEC TİPİ 

TİP 
ØA ØB C D E H H1 S S1 

LİTRE
Liter

YAĞ 

Oil Inlett

AĞIRLIK
Weight

11632470C 116-3-2470 C 137 55 180 280 300 1080 1160 40 50 23 R3/4" 85 

11632760C 116-3-2760 C 137 55 180 280 300 1180 1260 40 50 26 R3/4" 92 

11633075C 116-3-3075 C 137 55 180 280 300 1310 1390 40 50 29 R3/4" 104 

13533075C 135-3-3075 C 157 60 200 320 300 1310 1390 40 50 41 R3/4" 123 

13533330C 135-3-3330 C 157 60 200 320 300 1400 1480 40 50 45 R3/4" 131 

13533585C 135-3-3585 C 157 60 200 320 300 1500 1580 40 50 49 R3/4" 139 

13533855C 135-3-3855 C 157 60 200 320 300 1600 1680 40 50 52 R3/4" 147 

13543680C 135-4-3680 C 157 60 200 320 300 1180 1260 40 50 40 R3/4" 123 

13544100C 135-4-4100 C 157 60 200 320 300 1310 1390 40 50 45 R3/4" 135 

13544440C 135-4-4440 C 157 60 200 320 300 1400 1480 40 50 49 R3/4" 145 

15533330C 155-3-3330 C 178 60 215 335 300 1400 1480 40 50 60 R3/4" 160 

15533585C 155-3-3585 C 178 60 215 335 300 1500 1580 40 50 65 R3/4" 170 

15533855C 155-3-3855 C 178 60 215 335 300 1600 1680 40 50 70 R3/4" 180 

15534125C 155-3-4125 C 178 60 215 335 300 1700 1780 40 50 75 R3/4" 190 

15543680C 155-4-3680 C 178 60 215 335 300 1180 1260 40 50 56 R3/4" 153 

15544100C 155-4-4100 C 178 60 215 335 300 1310 1390 40 50 62 R3/4" 168 

15544440C 155-4-4440 C 178 60 215 335 300 1400 1480 40 50 67 R3/4" 180 

15544780C 155-4-4780 C 178 60 215 335 300 1500 1580 40 50 72 R3/4" 190 

15545140C 155-4-5140 C 178 60 215 335 300 1600 1680 40 50 77 R3/4" 205 

15555125C 155-5-5125 C 178 60 215 335 300 1310 1390 40 50 80 R3/4" 200 

15555550C 155-5-5550 C 178 60 215 335 300 1400 1480 40 50 85 R3/4" 210 

17544100C 175-4-4100 C 200 60 240 360 300 1310 1390 40 50 82 R1" 205 

17544440C 175-4-4440 C 200 60 240 360 300 1400 1480 40 50 89 R1" 220 

17544780C 175-4-4780 C 200 60 240 360 300 1500 1580 40 50 96 R1" 235 

17545140C 175-4-5140 C 200 60 240 360 300 1600 1680 40 50 103 R1" 250 

17555125C 175-5-5125 C 200 60 240 360 300 1310 1390 40 50 88 R1" 223 

17555550C 175-5-5550 C 200 60 240 360 300 1400 1480 40 50 95 R1" 240 

17555750C 175-5-5750 C 200 60 240 360 300 1450 1530 40 50 100 R1" 245 

17555975C 175-5-5975 C 200 60 240 360 300 1500 1580 40 50 103 R1" 255 

17556200C 175-5-6200 C 200 60 240 360 300 1550 1630 40 50 107 R1" 260 

17557100C 175-5-7100 C 200 60 240 360 300 1750 1830 40 50 122 R1" 290 

17557550C 175-5-7550 C 200 60 240 360 300 1850 1930 40 50 130 R1" 306 

17558000C 175-5-8000 C 200 60 240 360 300 1950 2030 40 50 138 R1" 321 

19755125C 197-5-5125 C 220 65 265 385 300 1310 1390 40 50 115 R1" 265 

19755550C 197-5-5550 C 220 65 265 385 300 1400 1480 40 50 125 R1" 285 

19755750C 197-5-5750 C 220 65 265 385 300 1450 1530 40 50 130 R1" 295 

19755975C 197-5-5975 C 220 65 265 385 300 1500 1580 40 50 135 R1" 305 

19756200C 197-5-6200 C 220 65 265 385 300 1550 1630 40 50 140 R1" 315 

19756650C 197-5-6650 C 220 65 265 385 300 1650 1730 40 50 150 R1" 335 

19757100C 197-5-7100 C 220 65 265 385 300 1750 1830 40 50 160 R1" 350 

19757550C 197-5-7550 C 220 65 265 385 300 1850 1930 40 50 170 R1" 370 

19758000C 197-5-8000 C 220 65 265 385 300 1950 2030 40 50 180 R1" 390 

22055550C 220-5-5550 C 245 70 290 435 300 1400 1480 40 50 160 R1" 360 

22055750C 220-5-5750 C 245 70 290 435 300 1450 1530 40 50 165 R1" 370 

22055975C 220-5-5975 C 245 70 290 435 300 1500 1580 40 50 170 R1" 380 

22056200C 220-5-6200 C 245 70 290 435 300 1550 1630 40 50 180 R1" 395 

22056650C 220-5-6650 C 245 70 290 435 300 1650 1730 40 50 190 R1" 415 

22057100C 220-5-7100 C 245 70 290 435 300 1750 1830 40 50 200 R1" 440 

ÜRÜN KODU 
Product Code Type ØB C D E H H1 S S1

LİTRE
GİRİŞİ Weight
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 D TYPED TİPİ 



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS

 D TYPED TİPİ

ÜRÜN KODU TİP 
Type 

ØA ØB H H1 ØC D E S S1 
YAĞ 

GİRİŞİ 
Oil Inlet

LİTRE
Liter

AĞIRLIK

11632470D 116-3-2470 D 137 50 1180 1240 165 170 300 40 50 R3/4" 23 83 

11632760D 116-3-2760 D 137 50 1280 1340 165 170 300 40 50 R3/4" 26 90 

11633075D 116-3-3075 D 137 50 1410 1470 165 170 300 40 50 R3/4" 29 99 

13532760D 135-3-2760 D 157 50 1280 1340 190 195 300 40 50 R3/4" 37 110 

13533075D 135-3-3075 D 157 50 1410 1470 190 195 300 40 50 R3/4" 41 121 

13533330D 135-3-3330 D 157 50 1500 1560 190 195 300 40 50 R3/4" 45 128 

13533585D 135-3-3585 D 157 50 1600 1660 190 195 300 40 50 R3/4" 49 136 

13533855D 135-3-3855 D 157 50 1700 1760 190 195 300 40 50 R3/4" 53 145 

13543680D 135-4-3680 D 157 50 1280 1340 190 195 300 40 50 R3/4" 40 121 

13544100D 135-4-4100 D 157 50 1410 1470 190 195 300 40 50 R3/4" 45 133 

13544440D 135-4-4440 D 157 50 1500 1560 190 195 300 40 50 R3/4" 50 142 

13544780D 135-4-4780 D 157 50 1600 1660 190 195 300 40 50 R3/4" 53 152 

15533330D 155-3-3330 D 178 50 1500 1560 210 215 300 40 50 R3/4" 61 157 

15533585D 155-3-3585 D 178 50 1600 1660 210 215 300 40 50 R3/4" 66 167 

15533855D 155-3-3855 D 178 50 1700 1760 210 215 300 40 50 R3/4" 72 177 

15534125D 155-3-4125 D 178 50 1800 1860 210 215 300 40 50 R3/4" 78 187 

15543680D 155-4-3680 D 178 50 1280 1340 210 215 300 40 50 R3/4" 56 155 

15544100D 155-4-4100 D 178 50 1410 1470 210 215 300 40 50 R3/4" 62 164 

15544440D 155-4-4440 D 178 50 1500 1560 210 215 300 40 50 R3/4" 67 175 

15544780D 155-4-4780 D 178 50 1600 1660 210 215 300 40 50 R3/4" 73 186 

15545140D 155-4-5140 D 178 50 1700 1760 210 215 300 40 50 R3/4" 78 198 

15555125D 155-5-5125 D 178 50 1410 1470 210 215 300 40 50 R3/4" 80 200 

15555550D 155-5-5550 D 178 50 1500 1560 210 215 300 40 50 R3/4" 85 210 

17544100D 175-4-4100 D 200 50 1410 1470 230 235 300 40 50 R3/4" 82 200 

17544440D 175-4-4440 D 200 50 1500 1560 230 235 300 40 50 R3/4" 89 210 

17544780D 175-4-4780 D 200 50 1600 1660 230 235 300 40 50 R3/4" 96 225 

17545140D 175-4-5140 D 200 50 1700 1760 230 235 300 40 50 R3/4" 103 240 

17555125D 175-5-5125 D 200 50 1410 1470 230 235 300 40 50 R3/4" 88 225 

17555550D 175-5-5550 D 200 50 1500 1560 230 235 300 40 50 R3/4" 95 240 

*All stage are hard chromed
*Materials are ST 52 Cold Drawn

Ø98 12 

Ø80 8 

Ø63 5 

Ø47 3 

Diameter Thrust Force 

Ø220 64 

Ø197 51 

Ø175 40 

Ø155 31 

Ø135 24 

Ø116 18 

Product Code Type   ØB  H    H1   ØC  D    E     S  S1
YAĞ

Oil Inlet Liter Weight



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER
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Hava Alm a
  Bleeder

 E TYPEE TİPİ 
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U E TYPEE TİPİ

TİP 
ØA ØB ØC E S S1 

YAĞ GİRİŞİ
Oil Inlet H H1

LİTRE 
Liter 

AĞIRLIK

11632470E 116-3-2470 E 137 50 165 300 40 50 R3/4" 1200 1300 23 85 

11632760E 116-3-2760 E 137 50 165 300 40 50 R3/4" 1300 1400 26 92 

11633075E 116-3-3075 E 137 50 165 300 40 50 R3/4" 1430 1530 29 104 

13533075E 135-3-3075 E 157 50 193 300 40 50 R3/4" 1430 1530 41 123 

13533330E 135-3-3330 E 157 50 193 300 40 50 R3/4" 1520 1620 45 131 

13533585E 135-3-3585 E 157 50 193 300 40 50 R3/4" 1620 1720 49 139 

13533855E 135-3-3855 E 157 50 193 300 40 50 R3/4" 1720 1820 52 147 

13543680E 135-4-3680 E 157 50 193 300 40 50 R3/4" 1300 1400 40 123 

13544100E 135-4-4100 E 157 50 193 300 40 50 R3/4" 1430 1530 45 135 

13544440E 135-4-4440 E 157 50 193 300 40 50 R3/4" 1520 1620 49 145 

15533330E 155-3-3330 E 178 50 210 300 40 50 R3/4" 1520 1620 60 160 

15533585E 155-3-3585 E 178 50 210 300 40 50 R3/4" 1620 1720 65 170 

15533855E 155-3-3855 E 178 50 210 300 40 50 R3/4" 1720 1820 70 180 

15534125E 155-3-4125 E 178 50 210 300 40 50 R3/4" 1820 1920 75 190 

15543680E 155-4-3680 E 178 50 210 300 40 50 R3/4" 1300 1400 56 153 

15544100E 155-4-4100 E 178 50 210 300 40 50 R3/4" 1430 1530 62 168 

15544440E 155-4-4440 E 178 50 210 300 40 50 R3/4" 1520 1620 67 180 

15544780E 155-4-4780 E 178 50 210 300 40 50 R3/4" 1620 1720 72 190 

15545140E 155-4-5140 E 178 50 210 300 40 50 R3/4" 1720 1820 77 205 

15555125E 155-5-5125 E 178 50 210 300 40 50 R3/4" 1430 1530 80 200 

15555550E 155-5-5550 E 178 50 210 300 40 50 R3/4" 1520 1620 85 210 

17544100E 175-4-4100 E 200 50 235 300 40 50 R1" 1430 1530 82 205 

17544440E 175-4-4440 E 200 50 235 300 40 50 R1" 1520 1620 89 220 

17544780E 175-4-4780 E 200 50 235 300 40 50 R1" 1620 1720 96 235 

17545140E 175-4-5140 E 200 50 235 300 40 50 R1" 1720 1820 103 250 

17555125E 175-5-5125 E 200 50 235 300 40 50 R1" 1430 1530 88 223 

17555550E 175-5-5550 E 200 50 235 300 40 50 R1" 1520 1620 95 240 

17555750E 175-5-5750 E 200 50 235 300 40 50 R1" 1570 1670 100 245 

17555975E 175-5-5975 E 200 50 235 300 40 50 R1" 1620 1720 103 255 

17556200E 175-5-6200 E 200 50 235 300 40 50 R1" 1670 1770 107 260 

17557100E 175-5-7100 E 200 50 235 300 40 50 R1" 1850 1950 122 290 

17557550E 175-5-7550 E 200 50 235 300 40 50 R1" 1970 2070 130 306 

17558000E 175-5-8000 E 200 50 235 300 40 50 R1" 2070 2170 138 321 

19755125E 197-5-5125 E 220 50 260 300 40 50 R1" 1430 1530 115 265 

19755550E 197-5-5550 E 220 50 260 300 40 50 R1" 1520 1620 125 285 

19755750E 197-5-5750 E 220 50 260 300 40 50 R1" 1570 1670 130 295 

19755975E 197-5-5975 E 220 50 260 300 40 50 R1" 1620 1720 135 305 

19756200E 197-5-6200 E 220 50 260 300 40 50 R1" 1670 1770 140 315 

19756650E 197-5-6650 E 220 50 260 300 40 50 R1" 1750 1850 150 335 

19757100E 197-5-7100 E 220 50 260 300 40 50 R1" 1850 1950 160 350 

19757550E 197-5-7550 E 220 50 260 300 40 50 R1" 1970 2070 170 370 

19758000E 197-5-8000 E 220 50 260 300 40 50 R1" 2070 2170 180 390 

22055550E 220-5-5550 E 245 50 290 300 40 50 R1" 1520 1620 160 360 

22055750E 220-5-5750 E 245 50 290 300 40 50 R1" 1570 1670 165 370 

22055975E 220-5-5975 E 245 50 290 300 40 50 R1" 1620 1720 170 380 

22056200E 220-5-6200 E 245 50 290 300 40 50 R1" 1670 1770 180 395 

22056650E 220-5-6650 E 245 50 290 300 40 50 R1" 1750 1850 190 415 

22057100E 220-5-7100 E 245 50 290 300 40 50 R1" 1850 1950 200 440 

22057550E 220-5-7550 E 245 50 290 300 40 50 R1" 1970 2070 215 465 

ÜRÜN KODU 
Product Type  Type

  ØB ØC    E    S    S1
YAĞ GİRİŞİ    H   H1

Liter Weight



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS

Hava Alma
  Bleeder

 F TYPEF TİPİ 



ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS

� � F TYPEF TİPİ

ÜRÜN KODU 
Product Code

TİP 
Type

ØA H H1 S S1 E 
YAĞ GİRİŞİ

Oil Inlet
LİTRE 
Liter

AĞIRLIK
Weight

11632470F 116-3-2470 F 137 1230 1330 40 50 105 R 3/4" 23 83 

11632760F 116-3-2760 F 137 1330 1430 40 50 105 R 3/4" 26 90 

11633075F 116-3-3075 F 137 1460 1560 40 50 105 R 3/4" 29 99 

13532760F 135-3-2760 F 157 1330 1430 40 50 105 R 3/4" 37 110 

13533075F 135-3-3075 F 157 1460 1560 40 50 105 R 3/4" 41 121 

13533330F 135-3-3330 F 157 1550 1650 40 50 105 R 3/4" 45 128 

13533585F 135-3-3585 F 157 1650 1750 40 50 105 R 3/4" 49 136 

13533855F 135-3-3855 F 157 1750 1850 40 50 105 R 3/4" 53 145 

13543680F 135-4-3680 F 157 1330 1430 40 50 105 R 3/4" 40 121 

13544000F 135-4-4000 F 165 1380 1480 40 50 105 R 3/4" 42 165 

13544100F 135-4-4100 F 157 1460 1560 40 50 105 R 3/4" 45 133 

13544440F 135-4-4440 F 157 1550 1650 40 50 105 R 3/4" 50 142 

13544780F 135-4-4780 F 157 1650 1750 40 50 105 R 3/4" 53 152 

15533330F 155-3-3330 F 178 1550 1650 40 50 105 R 3/4" 61 157 

15533585F 155-3-3585 F 178 1650 1750 40 50 105 R 3/4" 66 167 

15533855F 155-3-3855 F 178 1750 1850 40 50 105 R 3/4" 72 177 

15534125F 155-3-4125 F 178 1850 1950 40 50 105 R 3/4" 78 187 

15543680F 155-4-3680 F 178 1330 1430 40 50 105 R 3/4" 56 155 

15544100F 155-4-4100 F 178 1460 1560 40 50 105 R 3/4" 62 164 

15544440F 155-4-4440 F 178 1550 1650 40 50 105 R 3/4" 67 175 

15544780F 155-4-4780 F 178 1650 1750 40 50 105 R 3/4" 73 186 

15545140F 155-4-5140 F 178 1750 1850 40 50 105 R 3/4" 78 198 

15555125F 155-5-5125 F 178 1460 1560 40 50 105 R 3/4" 80 200 

15555550F 155-5-5550 F 178 1550 1650 40 50 105 R 3/4" 85 210 

17544100F 175-4-4100 F 200 1460 1560 40 50 105 R 3/4" 82 200 

17544440F 175-4-4440 F 200 1550 1650 40 50 105 R 3/4" 89 210 

17544780F 175-4-4780 F 200 1650 1750 40 50 105 R 3/4" 96 225 

17545140F 175-4-5140 F 200 1750 1850 40 50 105 R 3/4" 103 240 

17555125F 175-5-5125 F 200 1460 1560 40 50 105 R 3/4" 88 225 

17555550F 175-5-5550 F 200 1550 1650 40 50 105 R 3/4" 95 240 

*All stage are hard chromed
*Materials are ST 52 Cold Drawn
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ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS
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ÖNDEN KALDIRMALI TELESKOPİK SİLİNDİRLER

FRONT TIPPING TELESCOPIC CYLINDERS½ À ¬ À H TYPEH TİPİ

19755975H 197-5-5975 H 220 270 65 65 385 415 190 360 1540 134 410 R1" 

19756200H 197-5-6200 H 220 270 65 65 385 415 190 360 1590 139 425 R1" 

19756650H 197-5-6650 H 220 270 65 65 385 415 190 360 1690 150 450 R1" 

19757100H 197-5-7100 H 220 270 65 65 385 415 190 360 1790 160 470 R1" 

19757550H 197-5-7550 H 220 270 65 65 385 415 190 360 1890 170 490 R1" 

19758000H 197-5-8000 H 220 270 65 65 385 415 190 360 1990 180 515 R1" 

13532760H 135-3-2760 H 156 190 60 65 310 355 190 360 1215 37 160 R3/4" 

13533720H 135-3-3720 H 156 190 60 65 310 355 190 360 1585 50 200 R3/4" 

13534260H 135-3-4260 H 156 190 60 65 310 355 190 360 1785 58 235 R3/4" 

13544100H 135-4-4100 H 156 190 60 65 310 355 190 360 1345 45 190 R3/4" 

15533990H 155-3-3990 H 175 215 60 65 335 380 190 360 1685 73 240 R3/4" 

15534125H 155-3-4125 H 175 215 60 65 335 380 190 360 1735 76 245 R3/4" 

15543680H 155-4-3680 H 175 215 60 65 335 380 190 360 1215 55 190 R3/4" 

15544440H 155-4-4440 H 175 215 60 65 335 380 190 360 1435 67 225 R3/4" 

15544780H 155-4-4780 H 175 215 60 65 335 380 190 360 1535 72 240 R3/4" 

15545140H 155-4-5140 H 175 215 60 65 335 380 190 360 1635 77 255 R3/4" 

15545500H 155-4-5500 H 175 215 60 65 335 380 190 360 1735 84 250 R3/4" 

17544100H 175-4-4100 H 197 242 60 65 360 415 190 360 1448 82 260 R1" 

17544440H 175-4-4440 H 197 242 60 65 360 415 190 360 1435 90 305 R1" 

17544780H 175-4-4780 H 197 242 60 65 360 415 190 360 1535 98 315 R1" 

17545140H 175-4-5140 H 197 242 60 65 360 415 190 360 1635 106 325 R1" 

17545680H 175-4-5680 H 197 242 60 65 360 415 190 360 1788 114 340 R1" 

17546040H 175-4-6040 H 197 242 60 65 360 415 190 360 1888 122 355 R1" 

17546400H 175-4-6400 H 197 242 60 65 360 415 190 360 1988 129 375 R1" 

17546760H 175-4-6760 H 197 242 60 65 360 415 190 360 2088 136 395 R1" 

17555125H 175-5-5125 H 197 242 60 65 360 415 190 360 1348 88 280 R1" 

17555550H 175-5-5550 H 197 242 60 65 360 415 190 360 1438 95 300 R1" 

17555750H 175-5-5750 H 197 242 60 65 360 415 190 360 1488 99 310 R1" 

17555975H 175-5-5975 H 197 242 60 65 360 415 190 360 1538 103 320 R1" 

17556200H 175-5-6200 H 197 242 60 65 360 415 190 360 1588 107 325 R1" 

17556425H 175-5-6425 H 197 242 60 65 360 415 190 360 1638 111 335 R1" 

17556875H 175-5-6875 H 197 242 60 65 360 415 190 360 1738 119 355 R1" 

17557100H 175-5-7100 H 197 242 60 65 360 415 190 360 1788 122 365 R1" 

17557550H 175-5-7550 H 197 242 60 65 360 415 190 360 1888 130 380 R1" 

17558000H 175-5-8000 H 197 242 60 65 360 415 190 360 1988 138 400 R1" 

19755125H 197-5-5125 H 220 270 65 65 385 415 190 360 1350 115 365 R1" 

19755550H 197-5-5550 H 220 270 65 65 385 415 190 360 1440 125 390 R1" 

19755750H 197-5-5750 H 220 270 65 65 385 415 190 360 1490 129 400 R1" 

*All stage are hard chromed
*Materials are ST 52 Cold Drawn
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Ø63 5 

Ø47 3 

Diameter Thrust Force 

Ø220 64 
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Ø175 40 

Ø155 31 

Ø135 24 
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 ØA   ØB  ØC1 ØC2   D1   D2   E    H    H1 LİTRE
Liter

AĞIRLIK
Weight

z
"

YAĞ GİRİŞİ
Oil Inlet



ÖNDEN KALDIRMALI SİL. BRAKET ÇEŞİTLERİ
BRACKETS FOR FRONT TIPPING CYLINDERS
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ÖNDEN KALDIRMALI SİL. BRAKET ÇEŞİTLERİ
BRACKETS FOR FRONT TIPPING CYLINDERS
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 Her kademenin 190 bar basınçta kaldırabileceği yük tablosu aşağıdadır.

MATERIAL INFO

- *e tubes are made  of  DIN ST-52 BKS material.
- Each stage used in the complete cylinders has durability upto 190 bars.
- All the stage surfaces are  chrome plated with 40 micron. 
- Improved guide element surfaces enable cylinder to work more e+ciently and safely. 
- Sensitive treatment tolerances provides guide elements to function perfectly.
- *e sealing on each stage is provided with the high pressure applicable sealing kit 
which is made  of polyurethane material. 

Check below to see  each stage capacity to load and unload .   

MALZEME BİLGİSİ / MATERIALS INFO

- Üretimde kullanılan borular soğuk çekim DIN 2393 ST-52 BKS kalitesindedir.
- Silindirde kullanılan her bir kademe ölçüsü 190 bara dayanıklılık gösterecek şekilde tasarlanmıştır. 
- Tüm silindir kademe yüzeyleri 40 mikron sert krom kaplıdır. 
- Geliştirilmiş yataklama yüzeyleri silindirin daha verimli ve güvenli çalışmasını sağlar. 
- Hassas işleme toleransları sızdırmazlık elemanlarının en iyi şekilde görev yapmasını sağlar. 
- Her kademenin sızdırmazlığı poliüretan malzemeli yüksek basınç sızdırmazık elemanları ile 
sağlanmaktadır. 
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